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1. SAFETY PRECAUTIONS

To prevent injury to users or others, avoid damage to property, the following instructions must be
followed. Failure to do so may result in personal injury or property damage due to incorrect operation.

Installation of this unit must comply with all applicable local regulations, by-laws, and standards.
Verify the main voltage and frequency before installation. This unit is designed for earthed sockets
and outdoor use only, with a required supply of 220-240 V~ / 50 Hz.

Do Not activate Heat Pump, Unless cylinder is full of water.

Read the WARNING section carefully before beginning installation.

Follow all cautions listed in this manual, as they contain critical safety information.

After reading, keep this manual in an accessible location for future reference.

A WARNING

The unit must be securely mounted to avoid noise and vibration: when inadequately installed, the
unit could fall causing injury. The bearing surface should be flat to bear the weight of the unit and
suitable for installing the unit without increasing noise or vibrations.

If the unit is installed in an enclosed area, ensure adequate ventilation to prevent asphyxiation
in the event of a refrigerant leak. Refrigerant may not contain an odor and can be flammable.

Use the provided or specified parts for the installation work: the use of defective parts could
cause an injury due to possible fire, electric shocks, the unit falling etc.

DO NOT remove Covers or labels from the unit: Covers will expose 240V wiring. labels are for the
purpose of warning and reminding, keeping them can ensures safe Handling and operations.

Outdoor installation is Highly preferred: The Heat Pump collects ambient air temperature and
pumps it into the water in the storage vessel.

This water heater should not be used by children, or by individuals with limited abilities or
experience, unless properly supervised or instructed.

Make sure that there is no obstruction located within the required clearances around the unit.
Do Not place articles on or against this appliance.

This appliance must only be installed by a licensed trade persons and in accordance with;
AS/NZS3500.4 National Plumbing regulations, AS/NZS 3000 Wiring Rules, Local Governing
Authority regulations, Building Codes of Australia, OH&S rules and regulations.

A CAUTIONS

This Appliance uses R290 (Propane) refrigerant, which is a flammable gas class 3,
according to; AS5149 and must be handled by a refrigeration mechanic with
appropriate Australian refrigeration license. Refrigerants may not contain an odor.

Do not clean the unit when the power is ‘ON’: always shut ‘OFF’ the power when
cleaning or servicing the unit. If not, it could cause injury due to high-speed running
2 of the fan blades, or electrical shock.

Disconnect the appliance from the power supply by removing the plug from the
socket or, by turning off the main switch if installed upstream of the unit.

Warning; Risk of fire / Flammable material. If refrigerant is leaked, together with an
external ignition source, there is a possibility of ignition or explosion.




Do not perform Maintenance /cleaning to the machine before turning the units
power supply OFF. Unplug or turn off the external isolator switch to the unit.

NOTICE TO VICTORIAN CONSUMERS

This appliance must be installed by a person licensed with the Victorian Building
Authority.

Only a licensed person will have insurance protecting their workmanship.

So make sure you use a licensed person to install this appliance and ask for your
Compliance Certificate.

For further information contact the Victorian Building Authority on 1300 815 127

Do not use means to accelerate the defrosting function of the machine in any way.

Inside the unit, there are some moving parts. Be especially careful when working
near them, even if the unit is off.

B ®

Do not insert fingers or other objects into the fan and evaporator.

The temperatures of exhaust piping of the compressor are usually high. Therefore,
be careful of burns when working near the inner condensing coils and pipe work.

The aluminum fins are very sharp and can cause serious injury to body parts.

2. INSTALLATION PRECAUTIONS

A WARNING

All the operations described below must be carried out only by QUALIFIED PERSONNEL. Prior to
any work on the unit, make sure that the power supply is disconnected.

When installing or servicing the unit, it is necessary to strictly follow the rules listed in this manual, to
conform to all the specifications of the labels stuck on the unit, and to take any possible precautions. Not

observing the rules reported on this manual can create dangerous situations.

Upon receiving the unit, inspect it immediately for any signs of damage. The unit is
shipped in perfect condition from the factory. Any damage found upon delivery must
be reported to the carrier and clearly noted on the Delivery Note before signing.

®
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Do not Operate heat pump without water in the cylinder.

@

Hot water can cause scolding. This machine can deliver water over 50 degrees. To
prevent scalding when using hot water, it is a requirement to install a tempering
control devise, A water temperature mixing valve (Approved Tempering Valve) will
control the maximum outlet temperature not exceeding 50 degrees.







